
NMD Adapters

ANOISON NMD Ada pte rs fe a ture  e xc e lle nt e le c tric a l pe rfo rma nc e , rug g e d  c o nstruc tio n fo r dura b ility, re pe a ta b le  

ma ting  a nd  hig h re lia b ility. NMD Ada pte rs a re  a va ila b le  in 3.5mm, 2.92mm, 2.4mm a nd  1.85mm in-se rie s a nd  

b e twe e n-se rie s. 

Mec hanic al/ Environmental Properties

Ordering Information for NMD Adapters

NMD Adapte r Available

P/ N CONNECTOR1 CONNECTOR2 FREQUENCY VSWR

PA6962C NMD1.85 F 1.85mm F DC~67GHz 1.35 MAX.

PA6922C NMD1.85 F 2.4mm F DC~50GHz 1.25 MAX.

PA6929C NMD1.85 F 2.92mm F DC~40GHz 1.20 MAX.

PA6822C NMD2.4 F 2.4mm F DC~50GHz 1.25 MAX.

PA6829C NMD2.4 F 2.92mm F DC~40GHz 1.20 MAX.

PA6422C NMD2.92 F 2.4mm F DC~40GHz 1.20 MAX.

PA6429C NMD2.92 F 2.92mm F DC~40GHz 1.20 MAX.

PA6425C NMD2.92 F 3.5mm F DC~26.5GHz 1.15 MAX.

PA7122C NMD3.5 F 2.4mm F DC~26.5GHz 1.15 MAX.

PA7129C NMD3.5 F 2.92mm F DC~26.5GHz 1.15 MAX.

PA7125C NMD3.5 F 3.5mm F DC~26.5GHz 1.15 MAX.

CONNECTOR2

CONNECTOR1

NMD3.5

NMD2.92

NMD2.4

NMD1.85

3.5mm 2.92mm 2.4mm 1.85mm

Te mpe ra ture  Ra ng e -55℃~+125℃

Co nne c to r 1: 1.35~2 NM
Re c o nne nde d  To rq ue

Co nne c to r 2:  0.9 NM

Ce nte r Co nduc to r Ma te ria l Sta inle ss Ste e l, Pa ssiva te d

Oute r Co nduc to r Ma te ria l

Insula to r

Be ryllium Co ppe r Allo y, Go ld  Pla te d

PEI

Me c ha nic a l Dura b ility 2000 Cyc le s MIN.
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