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756.60 230.76

8.5 0.3346
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69.60 21.23

40000 0.029

Min.Bending Radius Repeated(mm)

Weight(g/m)

110

300

Sheilding Effectiveness (dB)

Frequency(MHz) Power(KW CW)

Operating Temperature Range(℃)

Electrical Characteristics

50 ohm

70%

Impedance

Velocity of Propagation

Attenuation & Average Power @ 20℃ and Seal Leavel

90

1.11

300

0.057

0.045

2000

4000

6000

10000

184.90 56.39

266.60

437.50

101.05

1000

Attenuation

dB/100m dB/100Ft

0.103

0.083

Operation Frequency (GHz)

Construction Specification

1. Inner Conductor

2. Dielectric

Material
Diameter

mm inch

Silver Plated Copper Clad Steel

PTFE

MB067

0.03740.95

0.29 0.0114

Mechanical Characteristics

Min.Bending Radius Static (mm)

Voltage Withstand (V.DC)

50000 1098.30 334.98 0.025

0.214

0.149

0.036

11.7

-55~+165

-65~+165

133.44

483.80 147.56

606.90

26500

331.30

Storage Temperature Range(℃)

293.38961.90

Environmental Characteristics

81.31

12000

18000

0.063

129.00 39.35

0.396

185.10

110000 1784.60 544.30 0.015

0.0437

6. Jacket

3. Outer Conductor  Silver Plated Copper Tape

Blue PFA 0.06691.70

67000 1311.00 399.86 0.021

0.0575

4. Outer Conductor

5. Outer Shields

Aluminum Thin

Outer Braid Stn. Stl

1.23

1.46

0.0484

0.6693
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