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Construction Specification
Diameter
Material
mm inch
1. Inner Conductor Silver Plated Copper 0.56 0.022
2. Dielectric LD PTFE 1.68 0.066
3. Outer Conductor Tin plated copper tube 218 0.086
Electrical Characteristics
Impedance 50 Ohms
Capacitance 88 pF/m 27 pF/Ft
Inductance 0.22 uH/m 0.067 uH/Ft
Time Delay 4.39 nS/m 1.34 nS/Ft
Velocity of Propagation 76%
Shielding Effectivene >165 dB
Cut-off Frequency 64 GHz
Dielectric withstanding voltage 600 VRMS
Peak Power Rating 2.0 KW
Mechanical Characteristics
Cable Minimum Static Bend Radius 7 mm 0.276 inch
Weight 19 g/m 0.013 Ibs/ft
Environmental Characteristics
Operating Temp(°C) -65 to +250
Attenuation & Average Power @ 25°C and Seal Leavel
Frequency(GHz) Attenuation Power(kW)
dB/100 m dB/100 Ft
0.5 38.80 11.83 0.368
1.0 55.04 16.78 0.259
3.0 96.09 29.30 0.149
5.0 12471 38.02 0.115
10.0 178.10 54.30 0.080
124 199.07 60.69 0.072
18.0 241.65 73.67 0.059
26.5 295.96 90.23 0.048
40.0 368.00 112.20 0.039
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