
SUPO Series Cable

SUPO-057P

Construction Specification

Diameter

mm                 inch

1. Inner Conductor Silver Plated Copper                  0.32                0.013

2. Dielectric LD PTFE                  0.85                 0.033

3. Outer Conductor Sprial  Wrapped Silver Plated Copper Tape                  1.05                 0.041

4. Outer shields Sprial  Wrapped Silver Plated Copper Tape                  1.25                 0.049

5. Jacket FEP                  1.45                 0.057

Electrical Characteristics

Impedance 50 Ohms

Velocity of Propagation 77%

Shielding Effectivene >90 dB

Operating Frequency (MAX.) 50 GHz

Dielectric withstanding voltage 800 VRMS

Mechanical Characteristics

Cable Minimum Static Bend Radius              6.40 mm             .252 inch

Weight              6.6 g/m            0.015 lbs/ft

Environmental Characteristics

Operating Temp(℃)  -65 to +165

Attenuation & Average Power @ 25℃ and Seal Leavel
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Frequency(GHz)
                                     Attenuation                 

   dB/100 m                                 dB/100 Ft

488                                         148.78

587                                         178.96

Material

 79                                            24.09

109                                          33.23

182                                          25.00

220                                          67.07

271                                          82.62

896                                          273.17

297                                          90.55

326                                          99.39

382                                         116.46

399                                         121.65
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