
SUPO Series Cable

SUPO-059P

Construction Specification

Diameter

mm                 inch

1. Inner Conductor Silver Plated Copper                  0.29                0.011

2. Dielectric LD PTFE                  0.90                 0.035

3. Outer Conductor Sprial  Wrapped Silver Plated Copper Tape                  1.02                 0.040

4. Outer shields Silver Plted Copper Braid                  1.43                0.056

5. Jacket FEP                  1.55                 0.061

Electrical Characteristics

Impedance 50 Ohms

Velocity of Propagation 73%

Shielding Effectivene >90 dB

Cut-off Frequency 110 GHz

Dielectric withstanding voltage 500 VRMS

Amplitude Stability ± 0.15 DB @ 40 GHz

The Bending Phase ± 5° @ 40 GHz

Mechanical Characteristics

Cable Minimum Static Bend Radius(mm)                 7mm                 0.276

Cable Minimum Dynamic Bend Radius(mm)                15mm                0.591

Environmental Characteristics

Operating Temp(℃)  -55 to +165

Attenuation & Average Power @ 25℃ and Seal Leavel

                                     Attenuation                 
   dB/100 m                         dB/100 Ft

0.5 79.5                              24.24 38

1 114                               34.76 27

3 204                              62.20 15

6 297.8                            90.79 13

8 349.5                            106.55 11

10 396.2                             120.79 10

12 439.5                            133.99 9

15 499.7                            152.35 8

18 555.6                            169.39 7

26.5 698.5                            212.96 5

40                          897.2                            273.54   4

Material

Frequency(GHz) Power(Watts CW)
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